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• Pneumatic 
• Electric
• Control accessories

In house manufacture and stock
holdings allow KDV to deliver quickly,
and reliably facilitate fast-track projects.
Visit our website for information on the
full range of KDV Diaphragm Valves.

www.kdvflow.com

• Bi Directional Sealing
• Teflon Bushing
• Pinless Design

• Seat Style
• Body, disc,seat and stem materials
• Extension spindle
• Chain wheel 
• Stainless steel bonnet
• Plastic bonnet (DN15-DN50) 

FEATURES & BENEFITS

OPTIONS

AUTOMATION SYSTEMS

FAST TRACK

KDVs Concentric Resilient Seated 
Butterfly Valves offer excellent 
durability and ease of operation in 
a wide range of water & industrial 
applications.  The one piece body
design provides maximum strength 
with

Positive On-Off, Bi Directional Sealing
Seals at maximum rated pressure
with identical flow from either 
direction.

Teflon Bushing
PTFE bushings reduce operating
torque and provide maximum shaft
support. The stem is isolated from
the valve body, preventing corro-
sion.

Pin-less Disc and Stem
Spline connection provides 
superior orientation of the disc 
and stem, reduces corrosion,  
provides bubble tight sealing
and prolongs service life. 

Valve Automation
KDV supplies a wide range of 
pneumatic & electric actua-
tors and control accessories 
including:
• Solenoid valves
• Switch enclosures
• Electro-magnetic positioners
• Lmit stops
• Handwheel over-rides
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SERIES 81 BUTTERFLY VALVES  
RESILIENT SEATED
DN50 - DN450
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(Up to DN1200 available)



Kim Diaphragm Valves Pty. Ltd.
16-18 Overseas Drive,
Noble Park, Vic
Australia, 3174
Tel: +61 (3) 8793 4000

flow.com

Distributor

SERIES 81 BUTTERFLY VALVES  
RESILIENT SEATED
DN50 - DN450
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Materials Of Construction

Body Cast Iron, Ductile Iron

PART MATERIAL

Bushing PTFE

Stem Stainless Steel

Seat NBR (Nitrile), EPDM/Viton (FKM),

PTFE cover (NBR), Silicon (Q)
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Disc* Plated Ductile Iron, Stainless Steel

O Ring NBR, Viton

2

6
*PTFE coated disc also available

Pressure

16 bar

Size Pressure

2”-12” (DN50-DN300)

10 bar14”-18” (DN350-DN450)

Dimensions & Weight
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Weight

1. Wafer to suit all drilling standards, Lugged to suit T/E & ANSI. 2. Larger sizes available. Contact KDV for details. 3. Dimensions & weights are approximate.
Contact KDV for a GA drawing to obtain certified measurements. 
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The information above is for general guidance only. Kim Diaphragm Valves Pty. Ltd. reserves the right to change specifications
without notice. KDV, Kim Diaphragm Valves and logo are Trade Marks and Registered Trade Marks. Hyplalon and Viton are
Registered Trade Marks of EI Dupont De Nemours and Company. © Copyright 6/2012, Kim Valves Australia Pty. Ltd.
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111/2 Moo.3, Tambol Krathun Lom
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Tel: +66 2 420 3848
Email: info@kdv.co.th
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KDV CHINA
Xiaozhan Development Area
Jinnan
Tianjin City
China
Email: info@kdvflow.com
www.kdvflow.com

HEAD OFFICE - AUSTRALIA
16-18 Overseas Drive,
Noble Park, Vic
Australia, 3174
Tel: +61 3 8793 4000
Email: info@kdvflow.com
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USA
KDV LLC
Suite 105
2785 Clairmont Road N.E
Atlanta, Georgia 30329
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(Up to DN1200 available)


